NOTES
1. 48 HOUR NOTICE SHALL BE GIVEN TO THE SUPERINTENDENT.
2. PAVE ROAD MUST BE CLOSED IN THE EVENT OF A REPAIR OR ROAD
   CLOSURE. 1K: POLICE, FIRE DEPARTMENTS & EMERGENCY PERSONNEL.
3. INJECTION MUST BE CONSIDERED WITH THE SUPERINTENDENT.
4. PREVIOUS NOTICE TO BE GIVEN IF REQUIRED.
5. HOT MIX ASPHALT 9.5M64
6. SURFACE COURSE, 2" THICK
7. ADDITIONAL DEPTH MAY BE REQUIRED IF AND WHERE DIRECTED BY THE ENGINEER.
8. HOT MIX ASPHALT 12.5M64
9. BASE COURSE, 8" THICK
10. HOT MIX ASPHALT 9.5M64
11. SURFACE COURSE, 2" THICK
12. TACK COAT OIL PER DOT
13. SEE PLAN
14. WHEN CONCRETE SIDEWALK ABUTS THE CURBING
15. 1/2" BIT. EXPANSION JOINT MATERIAL.
16. REFER TO TYP. SECTION OF CURB DETAIL, COUNTY OF MERCER.

ROAD WIDENING DETAIL

rev. 06–30–16 HMA stab. base stone size