
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX M 
 

Utility Communication 
  



RISK	ASSESSMENT	PLAN	
MERCER	COUNTY	ROUTE	634	(PARKWAY	AVENUE)	

SCOTCH	ROAD	(CR	611)	TO	PENNINGTON	ROAD	(NJ	31)	MP	2.20	–	MP	4.40	
EWING	TOWNSHIP,	MERCER	COUNTY	

NEW	JERSEY	
 

The Risk Assessment Plan prepared for the safety concept development study on Parkway Avenue, 

Ewing Township, Mercer County covers the following categories: 

1. Utility Risks 

2. Utility Conflict Mitigation 

3. Permits 

Utility Risks 

There are overhead electrical utility lines that pass throughout the corridor as indicated by PSE&G. 

Beginning at the intersection of Parkway Avenue and Scotch Road, milepost (MP) 2.20, 13 kilovolt (KV) 

electrical utility lines are supported on utility poles on both the eastbound and westbound roadsides, 

though poles are uniformly present on the westbound roadside and are more sporadic on the 

eastbound roadside. Starting at the intersection of Parkway Avenue and North Olden Avenue/Lexington 

Avenue, MP 3.25, 26 KV electrical utility lines are supported on the utility poles instead of the 13 KV 

version and the  utility poles are only present on the westbound roadside. Starting at the intersection of 

Parkway Avenue and Beechwood Avenue, MP 3.80, the electrical lines connect across the roadway and 

utility poles are only present on the eastbound roadside until the terminus of the study area. The poles 

and overhead lines throughout the study area are likely to be impacted by construction activities and by 

tree clearing. 

Telecommunication lines and street lights are supported by the same poles as are the electric lines, as 

indicated by Comcast. 

There are underground gas facilities present in the study area, as indicated by PSE&G. 16” CI 15 PSI gas 

piping runs throughout the entirety of Parkway Avenue. Underground gas caps are present along 

Parkway Avenue at the intersections of Concord Avenue (MP 3.75), Parkside Avenue (MP 4.11), 

Pennington Road/NJ 31 (MP 4.40), and Prospect Street (MP 4.76).  

Underground sewer lines are present along the entirety of the study area, as indicated by Trenton Sewer 

Utility.   

Utility Conflict Mitigation 

Depending on the extent of tree clearing required, care must be taken when removing trees whose 

branches interfere with the overhead utility lines. 




